IL WATER SEPARATOR

& YNAY

* 24 Unattended Operation.

* Proven Technology.

* Exceed 10 ppm storm water regulations.

* Minimal maintenance requirements.

+ Utilizes Oleophobic Fiber Matrix technology which exceeds the performance of
ultra filtration technology.

& NY 2 FEHD

Specification Specification
Model A B Remark

Element Material & Range Body Material

SAHT-OWS/W-A-B P1 Paper 1 Micron(D®65x125L) _

*remove water from oil
SAHT-OWS/O-A-B P5 Paper 5 Micron(D®65x125L)
*remove oil from water

HAF 2 3/4"x 1/4° NPTY
O



SAHT - OWS - ELEMENT - MATERIAL

__ SAMPLE INLET

OIL WATER SEPARATOR —
ELEMENT MATERIAL & PORE SIZE
P1: PAPER 1/m

P5 : PAPER 5/

115
o ¢
fanal
OIL OUTLET o T F -
= /4" F.NPT /\)\_

: i 3

_ WATER DRAIN
T 1/4" F.NPT

 3/4"F.NPT

SEPARATOR HOUSING MATERIAL

5:85316

100

d‘D

287

- NOTE-
* SKIMMING VOLUME : 300 cc
* SAMPLE VOLUME : 600cc
* SEALING MATERIAL : SILICONE WITH TEFLON
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